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GENERAL NOTES

ALL AREAS DISTURBED BY THE CONTRACTOR OUTSIDE THE PROPCSED CONSTRUCTION

HIGHWAY STANDARDS

000001-06 STANDARD SYMBOLS, ABBREVIATIONS AND FATTERNS

LIMITS SHALL BE SEEDED AS DIRECTED BY THE ENGINEER, AT THE CONTRACTOR'S 19 IiE CONTRACTOR SHALL NOTIFY THE ENGINEER OF TRAFFIC OPERATIONS 72 HOURS PRIOR T0 09100102 AREAS OF REINFORCEMENT BARS
EXPENSE. 3 001006 DECIMAL OF AN | AND OF A FOOT
280001-05 TEMPORARY ERCSION CONTROL SYSTEMS
2 ACCESS TO ALL ENTRANCES SHALL BE MAINTAINED AT ALL TIMES. 2 ;,'iﬁ ADTVHAENCBEuRDEEATUECoTFORorl_EOR(lPTSIoﬁF;ESLBEIL%ALHPRL(;J&EA TTEr?E 23(?055&/?#133?&2?0? FToT HE STOP 420001-07 PAVEMENT JOINTS
INST“ALLATION 420401-08 BRIDGE APPROACH PAVEMENT CONNECTOR

3 IN ADDITION TO THE REQUIREMENTS OF ARTICLE 107.16, THE CONTRACTOR SHALL PROTECT - 515001-03 NAME PLATE FOR BRIDGES
IHE SURFACE OF ALL BRIDGE DECKS AND BRIDGE APPROACH PAVEMENTS IN A MANNER 21 VERTICAL PANELS SHOWN ON STANDARD 701321 WILL NOT BE REQUIRED ON THE STAGE I1 NEW S42401-01 METAL END SECTIONS FOR PIPE CULVERTS
SATISFACTORY TO THE ENGINEER BEFORE ANY EQUIPMENT [S ALLOWED TO CROSS THE BRIDGE PARAPET. THE BARRIER WALL REFLECTORS SMALL BE INSTALLED PRIOR 10 OPENING £10001-05 SHOULDER INLET WITH CURE
STRUCTURE. PROTECTION SHALL BE PROVIDED FOR ALL EQUIPMENT, AS DEFINED IN TO TRAFFIC ° 630001-08 STEEL PLATE BEAM GUARDRAIL
ARTICLE 101.17, REGARDLESS IF TRACK MOUNTED OR WHEELED. ) 63020106 PCCIHMA STABILIZATION AT STEEL PLATE BEAM GUARDRAL

630301-05 SHOULDER WIDENING FOR TYPE 1 (SPECIAL) GUARDRAIL TERMINALS

4 THESE PLANS HAVE BEEN PREPARED USING STANDARD SYMBOLS AS INDICATED IN THESE 22 THE CENTERLINE PAVEMENT MARKING SHOULO BE REMOVED FROM THE STOP BAR TO THE SAND oo 0 TR B R T
PLANS, AND THEY SHALL TAKE PRECEDENCE OVER THOSE SHOWN ON STANDARD 0000GI ATTENUATORS OR DRUMS. EDGE LINE PAVEMENT MARKING SHOULD BE REMOVED IF A 10 FOOT ¢ : ‘ S
IF THERE IS A CONELICT LANE WIDTH CANNOT BE MAINTAINED. TEMPORARY EDGE LINES SHOULD BE INSTALLED WHEN 635006:03 REFLECTOR AND TERMINAL MARKER PLACEMENT

. THE EDGE LINES ARE REMOVED. 835011-02 REFLECTOR MARKER AND MOUNMTING DETAILS
RD IN THESE PLANS SHALL BE INTERPRETED TO MEAN THE 70100102 OFF-RD OPERATIONS. 2L 2W, MORE THAN 15 AWAY
% O DITION 3 INDICATED BY THECOPY, HE i ek (BE INTERPRETED TO MEAN 23 ANY TIME THE CONCRETE BARRIER IS NOT IN THE PROPER POSITION, FLAGGERS SHALL BE IN 70100603 OFF-RD OPERATIONS, 2L, 2. 1510 24" FROM PAVEMENT 0GE
‘ PLACE TO CONTROL TRAFFIC. THE TEMPORARY TRAFFIC SIGNALS SHALL BE TURNED OFF OR 701201-04 LANE CLOSURE. 2L. 2W, DAY ONLY  FOR SPE 5 MPH
COVERED. 701301-04 LANE CLOSURE, 2L, 2W. SHORT TIME QOPERATIO
5 FOR STﬁglsngEL\JIOEF}R?ELADEYPE 111 BARRICADES SHALL REQUIRE A MINIMUM OF EIGHT 70132111 LANE GLOSURE. 2L 2. BRIDGE REPAIR WITH BARRIER
SAND B B : 24 ALL OBSTRUCTIONS WHICH ARE WITHIN THE CLEAR ZONE SHOWN ON THE TYPICAL SECTION., AND 70132604 LANE CLOSURE, 2L, 20V. PAVEMENT WIDENING, FOR SPEEDS
ARE NOT SHIELDED BY THE PROPOSED GUARDRAIL, SHALL BE REMOVED BETWEEN STATION 701901-01 TRAFFIC CONTROL DEVICES
T LTReARCINEER SHALL BE THE ALowen or SONCERNING CURING TIME FOR BITUMINOUS 1435+499,50 AND STATION 1442+45.00. TYPICAL OBSTRUCTIONS ARE HEADWALLS, FOUNDATIONS, 70400105 TEMPORARY CONCRETE BARRIER
: ETC. WHICH PROJECT 100 mm (4 IN) OR MORE ABOVE THE GROUNDLINE; AND TREES WHICH WILL 780001:02 TYPICAL PAVEMENT MARKINGS
8 ELEVATION DATA IS BASED ON NATIONAL GEODETIC VERTICAL DATUM 1388 (NGVDES). MATURE TO A DIAMETER OF 100 mm (4 IN.) OR GREATER.
3 EXCAVATION IN GRAVEL, RIP RAP OR OIL AND CHIP ROADWAYS IS TO BE PAID AS EARTH 25 COMMITMENTS:
EXCAVATION,

10 BEFORE ORDERING PIPE CULVERTS, PIPE DRAINS, END SECTIONS OR INLETS THE UTILITY NOTES

CONTRACTOR SHALL VERIFY LENGTHS AND QUANTITIES REQUIRED. I THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING UTILITY PROPERTY FROM
CONSTRUCTION OPERATIONS AS OUTLINED IN ART 7.31 OF TH

11 ALL DRAINAGE STRUCTURES SHALL BE FREE OF SILT, DEBRIS, OR OTHER SUCH Sﬁgéwﬁéin%m? AEEGBERSSOFSJULIELIKI\EI(?WII\I 0 EIECLVEITIEINMTH% LIMFI:TSTS?%SE
OBSTRUCTIONS AT THE TIME OF FINAL INSPECTION. THE CLEANING OF THESE DRAINAGE IMPROVEMENT ARE:

STRUCTURES SHALL BE INCLUDED IN THE VARIOUS PAY ITEMS INVOLVED.

12 GRADING SHALL BE DONE BY HAND AROUND LIGHT POLES, UTILITY POLES, SIGN POST, UTILITY CONTACT INFORMATION
SHRUBS, TREES OR OTHER NATURAL OR MAN-MADE OBJECTS WHERE SHALLOW FILLS OR
CUTS ARE ADJACENT TGO THE ITEMS. IT IS THE INTENT THAT THE LIMITS OF AMEREN CIPS FRONTIER COMMUNICATIONS-TELE
CONSTRUCTION BE SUCH AS TO PRESERVE IN THE ORIGINAL STATE AS MUCH AREA OF ATTN: STAN TREAT ATTN: RICK SHAW
TEMPORARY EASEMENTS AS POSSIBLE. THE DECISION AS TO ITEMS TO REMAIN IN PLACE P.0. BOX 460 208 WEST UNION
SHALL BE AS DIRECTED BY THE ENGINEER. THIS WORK WILL NOT BE PAID FOR MARION, IL 62959 MARION. IL 62959
SEPARATELY, BUT SHALL BE CONSIDERED INCLUDED IN THE CONTRACT UNIT PRICE PER @17) 234-0443 (309) 662-5330
CUBIC YARD FOR EARTH EXCAVATION AND NO ADDITIONAL COMPENSATION WILL BE ALLOWED.

SHAWNEE COMMUNICATIONS-TELE ~ MILLSTONE WATER DIST.
13 FACTORS USED FOR ESTIMATING PLAN QUANTITIES ARE AS FOLLOWS AND SHALL NOT ATTN: JOHN BOURLAND ATTN: KENNETH RICHARDS
BE USED FOR THE BASIS OF FINAL QUANTITIES: P.0. BOX 69 P.0. BOX 39
: 60 YO-IN (2,016 . EQUALITY, IL 62934 EDDYVILLE, 1L 62928 Do Adartbi
HOT-MIX APHALT - 112 LBS/ YD-IN (2.016 TON/CU YD) (618) 276-4 (618) 672-4 . 2. Agombecutn,
ALL AGGREGATE - 2.05 TONS/CU YD 8 au 818 G72-4228 PREPARED BY: STSTRIGN STUDIES & PLANS ENGINGER
BITUMINOUS MATERIALS (PRIME COAT): SOUTHERN IL POWER COOP
ON PAVEMENT - 0.09 GAL/ SQ YD ATTN: MATT CRAIN :
ON AGGREGATE SURFACE - 0.32 GAL/ SQ YD 11543 LAKE OF EGYPT ROAD XAM 8Y: ™) =
RIPRAP - 1.5 TONS/CU YD MARION, IL 62959 EXAMINED BY:  BTSTRIGT LAND ACGUISITION WNLER
SEEDING FERTILIZER RATIO PERMANENT (NIT:PHOS:POT) - 90:90:90 LBS/AC (618) 964-1448
SEEDING FERTILIZER RATIO WITH CLASS 7 (NIT:PHOS:POT) - 40:0:0 LBS/AC S ,
TEMPORARY EROSION CONTROL SEEDING - 100 LBS/AC EXAMINED BY: DIST%??ROG?XJE%?ECOPMENT S
AGRICUL TURAL GROUND LIMESTONE - 2.00 TONS/AC 2 ANY DAMAGE TO THE UNDERGROUND FACILITIES CAUSED BY THE CONTRACTOR SHALL BE
MULCH - 2.00 TONS/AC REPAIRED TO THE SATISFACTION OF THE DEPARTMENT AT THE CONTRACTOR'S EXPENSE,
Ea A INCLUDING TEMPORARY REPAIRS WHICH MAY BE REQUIRED TO KEEP THE FACILITY Do o “id) S
TEMPORARY DITCH CHECK LENGTH = 10 FT OPERATIONAL WHILE MATERIAL IS BEING OBTAINED TO MAKE PERMANENT REPAIRS. EXAMINED BY: pravaistitabmc sty
] UTILITY ADJUSTMENTS SHALL BE MADE BY THE LTI.ITY COMPANIES UNLESS NOTED

14 THE THICKNESS OF HOT MIX ASPHALT MIXTURE SHOWN ON THE PLANS IS THE NOMINAL OTHERWISE. s
THICKNESS. DEVIATIONS FROM THE NOMINAL THICKNESS WILL BE PERMITTED WHEN SUCH l,ﬂ, jﬂ;p
DEVIATIONS OCCUR DUE TO IRREGULARITIES IN THE EXISTING SURFACE OR BASE ON 3 THE LOCATIONS OF EXISTING UTILITIES SHOWN ON THE PLANS ARE BASED ON FIELD EXAMINED BY: AT oS

; : BISTRICT CONSTRUCTION ENGINEER
WHICH THE HOT MIX ASPHALT MIXTURE IS PLACED. INVESTIGATION AND THE BEST INFORMATION AVAILABLE. THE CONTRACTOR SHALL OBTAIN
EXACT UTILITY LOCATIONS FROM THE UTILITY COMPANIES AND BY FI PECTION, _
15 TRENCH BACKFILL REQUIRED FOR STORM SEWER, SANITARY SEWER, OR WATER MAINS ! D BY FIELD INSPECTION. 5 D
THE FOLLOWING STANDARD UTILITY DEPTHS WERE USED IF INFORMATION WAS UNAVAILABLE: .
SHALL ONLY BE PLACED UP TO ONE FOOT BELOW THE FINAL GRADE IN AREAS HAVING A TELEPHONE / FIBER OPTIC - 2 FEET —— - 4
PROPOSED GRASS OR SOD SURFACE. GAS - 2.5 FEET ISTRICT MATERIALS ENGINEER
) CABLE TV - 15 FEET i s
16 AT ALL LOCATIONS WHERE THE PROPOSED HOT MIX ASPHALT OR CONCRETE PAVEMENT ELECTRIC - 3 FEET
JOINS AN EXISTING HOT MIX ASPHALT OR CONCRETE PAVEMENT, A FULL DEPTH SAWED SANITARY SEWER - 2.5 FEET EXAMINED BY:
JOINT SHALL BE CONSTRUCTED. THE COST OF THIS JOINT WILL BE INCLUDED IN THE WATER - 4 FEET :
COST OF THE TYPE OF PAVEMENT BEING CONSTRUCTED.
4 ALL ELECTRIC LINES WILL REMAIN ENER DURING CONSTRUCT THI Vo A~

17 THE LIMITS OF ROCK AND EARTH SLOPES SHOWN IN THE CROSS SECTIONS ARE COORDINﬁTED WITH THE UTILITY COMPANGé_ZED CONSTRUCTION UNLESS OTHERWISE EXAMINED Bv: ool v
APPROXIMATE. THE ACTUAL SLOPE USED SHALL BE DETERMINED BY THE MATERIAL ASSTSTANT 'REGIONAL "ENGINEER
CLASSIFICATION AS DEFINED IN ARTICLE 202.04, AND AS DIRECTED BY THE ENGINEER. )

18 PRIOR TO PLACEMENT OF THE FINAL PAVEMENT MARKINGS THE RESIDENT ENGINEER APPROVED BY: AL e
SHOULD CONTACT THE BUREAU OF OPERATIONS AND ARRANGE FOR INSPECTION AND f* BEPUTY DIRECTOR OF HIGHWAYS, REGION ENGINEER
APPROVAL OF THE PAVEMENT MARKING LAYCUT, ‘
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